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SECTION 13283 

LEAD PAINT RELATED WORK 

 
PART 1 GENERAL 

 
1.1 SUMMARY 

A. Work Included:  Provide labor, materials and equipment to complete the work 
specified of this Section including, removal and lawful transport and disposal of lead 
paint hazardous lead paint waste. 
1. All work including the removal, characterization (any testing that may be 

required by disposal facility) and disposal of lead hazardous materials. 
2. File all necessary notices, obtain all permits and licenses, and pay all 

governmental taxes, fees, and other costs in connection with the work.  Obtain 
all necessary approvals of all governmental departments having jurisdiction. 

3. Comply with general conditions and requirements set forth in Section 156791 – 
Asbestos Abatement & Related Work. 

B. All lead removal work is to be completed in accordance with the requirements set 
forth herein.  The scope-of-work includes the removal, transport, and disposal of 
designated lead-containing paint (LP) associated with the exterior door, window and 
building trim at the Kittery Community Center located at 120 Rogers Road in Kittery, 
ME.  All work is to be completed in accordance with the schedules stated herein, in 
the Contract Documents, and as designated by the Town of Kittery (Owner).  All 
work is to be completed in strict accordance with applicable local, state, and federal 
codes and regulations and the requirements stated in this specification and Contract 
Documents. 

1.2 REFERENCES 
A. The Contractor is advised to thoroughly review the documents referenced in this 

Section.  Strict adherence to the hazardous materials, noise, air and water pollution 
regulations and requirements is required. 
1. Code of Federal Regulations 

a. 29 CFR 1910, “Occupational Safety and Health Standards” (General 
Industry Standards) 

b. 29 CFR 1910.20, “Access to Employee Exposure and Medical Records” 
c. 29 CFR 1910.134, “Respiratory Protection” 
d. 29 CFR 1910.146, “Permit Required Confined Space” 
e. 29 CFR 1910.1200, “Hazard Communication” 
f. 29 CFR 1926, "Safety and Health Regulations for Construction" 

(Construction Industry Standards) 
g. 29 CFR 1926.62 "Lead-Construction" 
h. 40 CFR 117, "Determination of Reportable Quantities for Hazardous 

Substances" 
i. 40 CFR 122, "EPA Administered Permit Program:  The National 

Pollutant Discharge Elimination System" 
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j. 40 CFR 172, "Hazardous Waste Transportation" 
k. 40 CFR 261, "Identification and Listing of Hazardous Waste" 
l. 40 CFR 262, "Standards Applicable to Generators of Hazardous Waste" 
m. 40 CFR 263, "Standards Applicable to Transporters of Hazardous 

Waste" 
n. 40 CFR 268, "Land Disposal Restrictions" 
o. 40 CFR Part 745, EPA Lead Renovation, Repair and Painting (RRP) 

Rule 
2. Occupational Safety and Health Administration OSHA Booklet 3126 "Working 

with Lead in the Construction Industry". 
3. National Institute for Occupational Health and Safety 

a. NIOSH Method 7082, "Lead" 
4. American Society for Testing and Materials 

a. ASTM D3335, "Test Method for Low Concentration for Lead, 
Cadmium, and Cobalt in Paint by Atomic Absorption Spectroscopy" 

5. Steel Structures Painting Council 
a. SSPC Guide 61 (CON) Guide for Containing Debris Generated During 

Paint Removal Operations 
6. State of Maine Solid Waste Management Rules, CHAPTER 424, Lead 

Management Regulations. 
B. Local Town, City or County bylaws, rules and regulations 

 
1.3 SUBMITTALS 

A. Prior to removal of components coated with lead-containing paint, provide a detailed 
plan describing methods of removal and disposal of the lead waste. 

B. Provide copies of all worker certifications associated with lead RRP training or other 
required OSHA requirements in accordance with 29 CFR 1910.62. 

C. Prepare and maintain at the work area a daily log documenting the dates and time of 
but not limited to, the following items: progress of work, daily inspections and results, 
quantity of waste generated each day, waste and other test results, list of all workers 
and visitors to site, waste removed from site, and other related documentation of work 
site conditions as applicable.  Provide copy of daily log with close out submittals. 

D. After completion of hazardous materials removal, provide a final report and close out 
submittals documenting removal, transportation and disposal activities.  This shall 
include copies of manifests, shipping slips, daily logs, permits and licenses for this 
project.  Provide final report and close out submittals within 25 calendar days of 
completion of site work. 
 

1.4 POTENTIAL LEAD HAZARD 
A. Work involving lead-containing components, as indicated in the lead removal 

specification, may generate lead dust and debris, and could therefore pose a potential 
health hazard to both workers and other building occupants.  Because lead is a 
cumulative and persistent toxic substance and because lead-caused health effects may 
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result from low levels of exposure over prolonged periods of time, engineering 
controls and good work practices must be used to minimize employee exposure to 
lead.  Therefore, workers must be made to realize the seriousness of non-approved 
procedures and their consequences. 

B. During the course of the LP removal or other related work, if workers or other trades-
people encounter and/or disturb existing lead-containing components, then appropriate 
safety and worker protection measures will be taken to ensure protection from 
potential lead exposure.  These safety measures shall include those procedures 
contained herein, as applicable, and any additional controls not originally necessary.  
Safety measures shall be in accordance with all federal, state, and local regulations.  
Complete, and coordinate with Owner as applicable, all communication of hazards in 
strict accordance with 29 CFR 1926 and other applicable State and federal regulations 
for lead and other anticipated hazards.  The Contractor shall coordinate with the 
Owner and the IH Consultant to review all existing inspection records and testing 
results as needed. 
 

PART 2 PRODUCTS 
 

2.1 PROTECTIVE EQUIPMENT 
A. Provide health and safety equipment required to protect workers and to comply with 

the Health and Safety Plan. 
 

2.2 DRUMS 
A. Provide DOT approved drums or containers for the disposal of specified materials. 

 
PART 3 EXECUTION 

 
3.1 HAZARDOUS MATERIALS/WASTE  

A. All hazardous materials shall be characterized and disposed of in accordance with 
applicable regulations.  Disposal manifests shall be provided for all waste disposal. 

B. Workers who handle hazardous materials shall be licensed and trained in safe and 
proper hazardous materials handling procedures.  At a minimum, this shall include 
OSHA 40 Hour Hazardous Waste Site Health and Safety Training in accordance with 
29 CFR 1910.120. 

C. Any hazardous materials containers in poor condition shall be removed as soon as 
possible. 

D. Handling Hazardous Waste 
1. Place waste in DOT approved containers and label the containers for transport 

to a licensed disposal site. 
2. Use an authorized hazardous waste transporter to haul waste to a hazardous 

waste facility. 
3. Follow all record keeping, chain-of-custody and reporting requirements 

including a copy of the hazardous waste manifest. 
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4. Accurately measure and weigh the volume of each container or load of waste 
removed from the site. Submit records of waste volumes to OWNER and IH 
CONSULTANT. 

5. Special attention shall be given to the time of storage, amount of material stored 
at any one time, use of proper containers and personnel training. 

6. Paint debris shall not be placed on the unprotected ground and shall be shielded 
to prevent dispersion of the debris by wind or rain water. 

7. Provide appropriate notifications to regulatory agencies if there is a release to 
the environment exceeding the CERCLA reporting requirements (e.g. lead -–1 
pound). 

8. Any evidence of improper storage shall be cause for immediate shutdown of the 
project until corrective action is taken. 

9. Provide legal transportation of the waste to the disposal landfill, and complete 
or obtain all required licenses, manifests, landfill slips, or other forms.  Copies 
of all forms or licenses, and the signed original of the Waste Manifest for each 
waste load, shall be given to the IH CONSULTANT or OWNER. 
 

3.2 LEAD PAINT  
A. Lead paint is present on many surfaces throughout the facility.  Any Contractor whose 

activities may generate leaded dust or impact a leaded surface shall be responsible for 
regulating his work area so that dust migration is contained properly within the 
regulated area.  Once the work is complete, the same Contractor shall be responsible 
for the proper clean-up and disposal of leaded dust and materials. 

B. Protect all building surfaces not scheduled to undergo removal or other related work 
in the work areas and surrounding areas as necessary to prevent any damage. 

C. Install polyethylene sheeting to cover building surfaces in the work and as critical 
barriers to separate and completely isolate the work area from non work areas and 
outside areas.   

D. Install negative air pressure differential air ventilation units equipped with high 
efficiency particulate air (HEPA) filters.  Located within work area to provide 
sufficient negative pressure, work area ventilation, and air filtration as described in the 
Asbestos Abatement & Related Work Specification Section.  Vent all HEPA filter 
negative air machines to outside building air. 

E. Provide personnel and equipment decontamination units contiguous to the work area 
as described in the Asbestos Abatement & Related Work Specification Section.  All 
site personnel and equipment shall enter and exit the work area through the 
decontamination unit and undergo full decontamination. 

F. Thoroughly wet mist lead paint prior to and during scraping, disturbance and/or 
removal to reduce lead dust dispersal into the air.  Maintain materials as adequately 
wetted during work.  Accomplish wetting by a fine spray (mist) of water.  Do not 
allow water to build up, be excessive or to migrate from work area.  As material or 
debris is removed, simultaneously pack material into appropriate lined disposal 
drums.   Clean outside and move to the equipment decontamination unit for further 
cleaning, storage and disposal. 
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G. Lead paint repair, removal, clean up and other related work procedures shall comply 
with work procedures as set forth in the EPA’s Lead Removal, Repair and Painting 
(RRP) Rule. 

H. For work areas without full removal of all lead paint, Contractor shall remove loose, 
flaking and peeling paint from the interior walls, floors and ceiling surfaces in the 
work areas.  Clean up and drum lead paint utilizing wet methods and negative air 
filtration.  Test debris via TCLP methods to determine proper waste stream or treat as 
hazardous and dispose of in accordance with applicable hazardous waste regulations. 

I. Contractor shall perform on going and clearance work area inspections as needed to 
ensure compliance with this Section and the EPA RRP rule.  IH Consultant will also 
perform clearance testing following completion of Contractor’s work and clean up 
efforts.  IH Consultant shall perform final dust wipe and air sampling. Final cleaning 
and testing criteria for each LP work area shall be as set forth in the EPA’s RRP Rule 
and current state and federal guidelines for lead paint as follows:   
1. Visual inspection of surfaces shows no visible paint remaining on substrates  
2. No visible dust or paint debris present 
3. Airborne concentrations of lead have been reduced to below 1.5 micrograms 

per cubic meter (ug/m3), and 
4. Surface dust wipe samples must meet the US Department of Housing and 

Development Guidelines for the Evaluation and Control of Lead Based Paint 
Hazards in Housing clearance standard for dust of 40 ug/ft2 on floors, 
250ug/ft2 on interior window sills and 400 ug/ft2 on interior window wells.  

END OF SECTION 
 


