
INVITATION TO BID

Four Dump Trucks
July 2016
Sealed bids for furnishing the Town of Kittery, Maine with four new trucks will be received by the Town Manager, Council Chambers, Municipal Building, 200 Rogers Road, Kittery, Maine 03904-0808 until 2:00 p.m. August 11, 2016 at which time they will be publicly opened and read.

Proposals will be submitted in sealed envelopes plainly marked: “Proposal for Highway Division Dump Truck.”

Delivery shall be F.O.B., Town of Kittery, Maine, Highway Department garage on a workday between the hours of 7:00 a.m. to 3:30 p.m.

Price shall include 10-day plates and State of Maine Certificates of Title which shall be made out to the Town of Kittery, Maine, and mailed to the Town Manager.  A copy of the Title application is to be delivered with the trucks.

Delivery time may be a factor in determining the award.  Please state the anticipated delivery time with date.

The truck shall be in accordance with the attached specifications in the proposal.

The truck shall conform to the pertinent Occupational Safety and Health Act Requirements of the State of Maine.

The truck shall be equipped with standard factory equipment and bidder shall include with his bid a catalog (or literature) marked to indicate the standard factory equipment pertinent to his/her proposal.

The truck offered in this proposal shall be absolutely new and the latest 2017 model as quoted, shall have the standard motor vehicle guarantee, and shall be of United States manufacture.

The dealer will state in the proposal the make, model number, etc., of the truck he is offering.  The make, model number, etc., stated shall be for equipment that meets all the specifications and performs all the functions and is as represented, not only by these specifications, but also by the descriptions in the descriptive literature included with this bid, unless the descriptive literature is plainly marked otherwise.
It is the responsibility of the awarded dealer of the trucks to work with the awarded dealer of the dump bodies and plows
The Town of Kittery will pay the purchase price within 10-20 days following delivery of, and receipt of bills, for all items covered by the Purchase Order.  In submitting a bid under these specifications, bidder should take into account all discounts and time allowed 
in accordance with the above payment policy.  Therefore, all bidders should quote a net price exclusive of all Federal or State Excise Taxes.

The Town of Kittery reserves the right to waive any informalities in bids, to accept any bid, and to reject any or all bids, should it be deemed for the best interest of the Town to do so.
Company Name _________________________________Tel. No.__________________


Address___________________________________________________________


__________________________________________________________________


Name of Authorized Signature _______________________Title______________


Signature ________________________________________Date______________

Bid Specifications

Four Dump Bodies, Plows, and Accessories 
TRUCK SPECIFICATIONS

Vehicle Configuration:

106 conventional chassis

2017 model year specified

Set back axle – truck     
LH primary steering location

General Service:

Truck/ trailer configuration

Domiciled, USA 50 states (including California and carb opt –in states)

Utility/ repair/ maintenance service

Government business segment

Dirt/Sand/rock Commodity

Terrain/duty: 100% (all) of the time, in transit, is spent on paved roads

Maximum 8% expected grade

Smooth concrete or asphalt pavement – Most severe in-transit (between sites) road surface

Medium truck warranty

Expected front axle(s) load: 20,000.0 lbs.
Expected rear axle(s) load: 26000.0 lbs.
Expected gross vehicle weight capacity:  44000.0 lbs.
Expected gross combination weight:  50000.0 lbs.
Truck Service: 

Front plow/end dump body

Engine:

Cum ISX15 – 400 Min HP @___________RPM, __________GOV, _____________LB/FT 

Electronic Parameters:

70 mph road speed limit 

Cruise control speed limit same as road speed limit

Engine Equipment: 

2017 EPA/carb emission certification

2014 carb emission certification – clean idle (includes 6x4 inch label on left side of hood) 

Engine mounted oil check and fill

One piece valve cover

Side of hood air intake with firewall mounted air cleaner and under hood blend air door

Dr 12V 160 amp alternator with remote battery volt sense

(2) Alliance model 1231, group 31, 12 volt maintenance free 2200 cca threaded stud batteries

Battery box frame mounted or under passenger seat

Wire ground return for battery cables with additional frame ground return

Non-polished battery box cover

Positive and negative posts for jumpstart frame mounted LH side under hood

18.7 cfm air compressor with internal safety valve

Air compressor discharge line 

Electronic engine integral shutdown protection system

RH outboard under step mounted horizontal after treatment system assembly top inlet with RH horizontal tailpipe

Engine after treatment device, automatic over the road regeneration and dash mounted regeneration request switch

Standard exhaust system length

RH standard horizontal tailpipe

6 gallon diesel exhaust fluid tank

Horton drive master on/off fan drive

Automatic fan control without dash switch, non-engine mounted

Spin on fuel filter 

Combination fuel flow/ bypass oil filter

1200 square inch minimum aluminum radiator

Antifreeze to – 34F, ethylene glycol pre-charged SCA heavy duty coolant 

Gates blue stripe coolant hoses or equivalent

Constant tension hose clamps for coolant hoses

Radiator drain valve

1310 adaptor flange for front PTO provision

Phillips- 1000 watt/115 volt block heater

Phillips- temro 150 watt/115 volt oil preheater 

Black plastic engine heater receptacle mounted under LH door

Electric grid air intake warmer optional

Delco 12v 38mt HD starter with integrated magnetic switch

Transmission: 

Allison 3500 RDS automatic transmission with PTO provision

Transmission equipment:

WTEC calibration – 6 speed RDS/TRV (package 113) 

Vehicle interface wiring and pdm with body builder connector at end of frame

Customer installer PTO

PTO mounting, RH side of main transmission

Magnetic plugs, engine drain, transmission drain, axle(s) fill and drain

Push button electronic shift control, dash mounted

Transmission prognostics- enabled

Water to oil transmission cooler, in radiator end tank

Transmission oil check and fill with electronic oil level check

Synthetic transmission fluid (TES – 295 compliant) 

Front axle and equipment:

20,000 # FL1 single front axle

Meritor 16.5x6 Q+ cast spider cam front brakes, double anchor, fabricated shoes

Non-asbestos front brake lining

Conment cast iron front brake drums

Front brake dust shields 

Chicago rawhide Scot seal plus XL front oil seals

Vented front hub caps – oil

Standard spindle nuts for all axles

Meritor automatic front slack adjusters

TRW THP-60 power steering with RCH45 auxiliary gear

Power steering pump 

4 quart power steering reservoir

Oil/air power steering cooler

Synthetic FE 75W-90 front axle lube

Front suspension:

20,000# flat leaf front suspension

Graphite bronze bushing with seals – front suspension

One extra leaf spring under main wrap springs on passenger side 

Rear axle and equipment:

30,000# Single rear axle 

6.14 rear axle ratio

Iron rear axle carrier with standard axle housing

176T Meritor extended lube main driveline with half round yokes

Driver controlled traction Differential – single rear axle 

(1)Driver controlled differential lock rear valve for single drive axle

Blinking lamp with each mode switch, differential unlock with ignition off, active <5 mph

Meritor 16.5 x 7 Q+ cast spider cam rear brakes, double anchor, fabricated shoes

Non-asbestos rear brake lining 

Brake cams and chambers on forward side of drive axle(s)

Gunite heavy weight cast iron rear brake drums

Rear brake dust shields 

Chicago rawhide Scot seal plus XL rear oil seals

Haldex gold seal long stroke 1- drive axle spring parking chambers

Gunite automatic rear slack adjusters

Synthetic FE 75w-90 rear axle lube

Rear suspension:

30,000# flat leaf spring rear suspension with helper and radius rod

Spring suspension- no axle spacers

Standard U-bolt pad

Fore/aft control rods

Brake System:

Air brake package

Wabco 4S/4M ABS without traction control

Reinforced nylon, fabric braid and wire braid chassis air lines

Fiber braid parking brake hose

Standard brake system valves

Relay valve with 5-8 psi crack pressure, no rear proportioning valve

Wabco brake line air dryer with heater
Air dryer frame mounted

Steel air brake reservoirs

Standard air system pressure protection system

Pull cables on all air reservoir(s)

Wire and air to rear of trailer

Wheelbase & Frame:

5325MM (171 inch +/-) wheelbase

Note: awarded truck dealer must work with awarded plow/dump dealer to insure proper wheel base length

7/16 x 3 -9/16 x 11 – 1/8 inch steel frame (11.11mmx282.6mm/0.437x11.13 inch) 120KSI

¼ inch (6MM) C-channel inner frame reinforcement

Body Company installed additional front frame reinforcement for snow plow

1600MM (63 inch) rear frame overhang 

Frame overhang range: 61 inch to 70 inch

24 inch integral front frame extension 

Square end of frame

Front closing cross member

Light weight heavy duty aluminum engine cross member

Standard midship #1 cross member(s)

Standard rearmost cross member

Standard suspension cross member

Chassis equipment: 

Three-piece 14 inch painted steel bumper with collapsible ends

Bumper mounting for single license plate

No mud flap brackets

No rear mud flaps

Huck-spin round collar chassis fasteners

Fuel tanks:

50 gallon/189 liter rectangular aluminum fuel tank – LH

Rectangular fuel tank(s) 

Plain aluminum/painted steel fuel/hydraulic tank9s) with painted bands

Fuel tank(s) forward

Plain step finish

Fuel tank cap(s)

Alliance fuel filter/water separator with heated bowl and primer pump

Equiflo inboard fuel system

High temperature reinforced nylon fuel line

Tires:

Goodyear G751 MSA 315/80R22.5 20 ply radial front tires
Goodyear G282 MSD 12R22.5 16 ply radial rear tires

Hubs:

Conmet pre-set bearing iron front hubs

Conmet pre-set bearing iron rear hubs

Wheels: 

Accuride 29039 22.5 x 9.00 10-hub pilot 5.25 inset 5-hand steel disc front wheels
Accuride 28828 22/5x8.25 10-hub pilot 2-hand HD steel disc rear wheels

Cab exterior:

106 inch BBC minimum cab

Air cab mounts

No fender extension

LH grab handle

Stationary bright finish grille

Black hood mounted air intake grille

Fiberglass hood with access hatches

Tunnel/firewall liner

Dual 24 inch round polished aluminum air horns roof mounted

Dual electric horns

Dual horn shields

Door locks and ignition switch keyed the same

Rear license plate mount end of frame 

Integral headlight/marker assembly

LED aerodynamic marker lights

Integral stop/tail/backup lights

Standard front turn signal lamps 

Dual west coast bright finish heated mirrors

Door mounted mirrors

102 inch equipment width

LH and RH 8” bright finish convex mirrors mounted under primary mirrors

RH down view mirror

Standard side/rear reflectors

Dual level cab entry steps on both sides

Composite exterior sun visor

Tinted rear window

Tinted door glass LH and RH with tinted operating wing windows

RH and LH electric powered windows 

Tinted windshield 

1.5 gallon windshield washer reservoir RH frame mounted behind radiator

Heated windshield
Cab Interior:

Gray Vinyl interior

Molded plastic door panel with aluminum kick plate lower door

Black mats with single insulation

Dash mounted ash tray(s) without lighter 

Forward roof mounted console with upper storage compartments 

Center storage console mounted on back wall

(2) Cup holders LH and RH dash

Gray/charcoal wing dash

Smart switch expansion module

 No windshield fan

Heater, defroster and air conditioner

Standard HVAC ducting

Main HVAC controls with recirculation switch

Standard heater plumbing with ball shutoff valves

Denso heavy duty air conditioner compressor

Binary control, R-134A

Silencer package for cab

Solid-state circuit protection and fuses

12V negative ground electrical system

Dome door activated LH and RH, dual reading lights, forward cab roof

LH and RH electric door locks

12 volt power supply in dash

Bostrom Talladega 910 high back air suspension driver seat

High back non suspension passenger seat

Dual driver seat armrests, no passenger seat armrests

LH and RH integral door panel armrests

Black cloth driver seat cover

Black cloth passenger seat cover

3 point fixed D-ring retractor driver and passenger seat belts

Adjustable tilt and telescoping steering column

4-spoke 18 inch (450mm) steering wheel

Driver and passenger interior sun visors

Instruments & Controls:

Black gauge bezels

Gray driver instrument panel

Gray center instrument panel

Low air pressure light and buzzer

2 inch primary and secondary air pressure gauges

Dash mounted air restriction indicator with graduations

87 DB to 112 DB automatic self-adjusting backup alarm

Electronic cruise control with switches on auxiliary gauge panel (B dash panel)

Key operated ignition switch and integral start position:  4 position Off/run/start/accessory

Odometer/trip/hour/diagnostic/voltage display: 1 x 7 character, 26 warning lamps, data linked, ICU3

Diagnostic interface connector, 9 pin, SAE J1939, located below dash

Electric fuel gauge

Programmable RPM control – electronic engine

Electrical engine coolant temperature gauge

Transmission oil temperature gauge

Engine and trip hour meters integral within driver display

Wiring provision for customer furnished roof mounted strobe/beacon lights

Customer furnished and installed PTO controls

Electric engine oil pressure gauge

Overhead instrument panel

AM/FM/WB radio with CD player and front auxiliary input

Dash mounted radio

Power and ground wiring provision

Roof/overhead console CB radio provision with face plate

Multi-band AM/FM/WB/CB dual mirror mounted antenna system

Electronic MPH speedometer with secondary KPH scale, without odometer

Electronic 3000 RMP tachometer

Ignition switch controlled engine stop

 (8) Extra switches in dash; (4) with indicator lamps and wires to chassis at back of cab, (4) wired by body builder

BW tractor protection valve

Digital voltage display integral with driver display

Single electric windshield wiper motor with delay

Marker light switch integral with headlight switch and switch and terminals for customer furnished snow plow lights – temporary installation of control modules   

Two valve parking brake system with warning indicator
Trailer electric and air to rear of truck
Self-canceling turn signal switch with dimmer, washer/wiper and hazard in handle.

Integral electronic turn signal flasher with hazard lamps overriding stop lamps

Design:

Paint:  One solid color

Color:

Cab color A:  M5030EA Silver Met (low gloss) Elite SS

Black, high solids polyurethane chassis paint

Vendor White front wheels/rims

Vendor White rear wheels/rims

Bumper paint: FP24812 Argent Silver DuPont flex

Sun visor painted same as cab color A

Certification/Compliance:

U.S. FMVSS Certification

Extended Warranty:

Towing extended/roadside service warranty, 1 year/unlimited mileage

Dealer Installed Options:

Detail Service Manual & CD

Detail Parts Manual & CD

Dump Body and Plow Equipment Specifications

Bid will consist of a dump body, front plow, right side wing blade, hydraulics, hopper sander with sander control and (liquid spray system option).

Minimum specifications below:



	Hitch and Wing System
	
	YES
	
	NO
	DEVIATIONS

	Hitch to be of tilting design.
	
	
	
	
	

	Hitch shall tilt forward for engine access when two top                  
	
	
	

	pins are removed.
	
	 
	
	 
	

	There shall be a double acting cylinder for plow lift
	
	 
	
	 
	

	Three plow pin heights shall be provided
	
	 
	
	 
	

	Two horizontal tubes shall extend outward to the
	
	
	
	
	

	passenger side of the chassis to serve as support for
	
	
	
	
	

	the front wing post.
	
	 
	
	 
	

	All vertical and horizontal supports shall be of
	
	
	
	
	

	tubular construction for strength.  Angle iron
	
	
	
	
	

	construction shall be deemed insufficient
	
	 
	
	 
	

	The front wing post shall be bolted to the hitch.
	
	 
	
	 
	

	Front slide travel shall be actuated by a hydraulic
	
	
	
	
	

	cylinder with cable and sheave
	
	 
	
	 
	

	The front slide will travel a minimum of 66”.
	
	 
	
	 
	

	The rear post shall be a high lift patrol wing  hydraulic
	
	
	
	
	

	 design with valve enclosure.
	
	 
	
	 
	

	A 10” beam shall tie both chassis frame rails
	
	
	
	
	

	together with the rear post..
	
	 
	
	 
	

	The rear wing post shall have a three point attachment
	
	
	
	
	

	for top and bottom push arm and lift cylinder
	
	
	
	
	

	attachment.
	
	 
	
	 
	

	The lift cylinder shall provide rear of wing lift and
	
	
	
	
	

	shall be supplied complete with adjustable flow
	
	
	
	
	

	restrictors to control the speed of the wing up & down                                                      
	 
	
	 
	

	The Cylinder shall be fitted with and integral counter
	
	
	
	
	

	 balance valve at its base, so to protect against impact
	
	
	
	
	

	 load and the possibility of the wing dropping due to
	
	
	
	
	

	pressure line failure.                                                   
	
	 
	
	 
	

	Push arms are adjustable in length to provide
	
	
	
	
	

	variable clearing paths.                                            
	
	 
	
	 
	

	 Lower wing arm should have a compression spring.
	
	 
	
	 
	

	A trip block shall be mounted between the nose of
	
	
	
	
	

	the wing and the front post to allow the wing to trip
	
	
	
	
	

	over road obstacles.
	
	 
	
	 
	

	The trip block shall be able to be locked out with a
	
	
	
	
	

	pin for shelving or unpinned to allow the wing to trip.
	
	 
	
	 
	

	All hitch and wing mount gear shall be sandblasted,
	
	
	
	
	

	epoxy primed, and painted black.
	
	 
	
	 
	

	Wing
	
	YES
	
	NO
	DEVIATIONS

	Cutting edge length :  11’
	
	 
	
	 
	

	Overall Length :  12’
	
	 
	
	 
	

	Moldboard constructed from 8 gauge high strength
	
	
	
	
	

	carbon steel and reinforced with full length ribs.
	
	 
	
	 
	

	The wing shall be punched 12” on center.
	
	 
	
	 
	

	Wing shall come complete with carbide and face plate
	
	
	
	
	

	 and (3) moldboard shoes installed
	
	 
	
	 
	

	Wing should come with Heavy Duty Wing Arms
	
	 
	
	 
	

	The wing shall be sand blasted, epoxy primed, painted
	
	
	
	
	

	Orange.                                                                                  
	
	 
	
	 
	

	
	
	
	
	
	

	Plow
	
	
	
	
	

	Shall be a High Speed  Trip Edge reversible One Way plow.
	
	 
	
	 
	

	Cutting edge length :  11’
	
	 
	
	 
	

	Moldboard Nose Height: 28"
	
	 
	
	 
	

	Moldboard Discharge Height: 52"
	
	
	
	
	

	Moldboard shall constructed of 8 gauge, with (8) 1/2" Ribs
	
	 
	
	 
	

	Plow shall be punched 12” on center.
	
	 
	
	 
	

	The plow shall come complete with carbide and
	
	
	
	
	

	cover blades.
	
	 
	
	 
	

	A rubber deflector shall be attached to the leading edge
	
	
	
	
	

	of the moldboard.
	
	 
	
	 
	

	Plow drive frame shall be of box tube construction
	
	
	
	
	

	and shall have two cushion valve protected
	
	
	
	
	

	cylinders for reversing the moldboard.
	
	 
	
	 
	

	 Plow shall pin to hitch on standard 30 ½’’centers.
	
	 
	
	 
	

	There shall be a dead sheave leveling lifting device 
	
	 
	
	 
	

	The moldboard shall painted Orange.         
	
	 
	
	 
	

	Should have (2) moldboard shoes and (2) Curb Shoe.
	
	 
	
	 
	

	Moldboard reinforcing structure and drive frame steel
	
	
	
	
	

	shall be painted black.
	
	 
	
	 
	

	
	
	
	
	
	

	Hydraulics
	
	
	
	
	

	
	
	
	
	
	

	Front Mounted A10 Rexroth Load Sense Pump with Shut Off
	
	 
	
	 
	

	Electronic implement and spreader valving shall be 
	
	
	
	
	

	behind cab mounted in an enclosure.
	
	 
	
	 
	

	(6) Wavoil Air Operated Valves                              
	
	 
	
	 
	

	All implement lines shall be plumbed with stainless
	
	
	
	
	

	steel, short hose whips, and quick couplers.
	
	 
	
	 
	

	Spreader functions shall be run by a Cirus EZ Spread  3 knob
	
	
	
	
	

	 Electronic Control Which has Blast and 
	
	
	
	
	

	Ground Speed Features or equivalent.                          
	
	 
	
	 
	

	Del Air controls to be mounted on pedestal in cab. 
	
	 
	
	 
	

	A 40 gallon oil resevoir with return line 
	
	
	
	
	

	filtration, shut off valve, and low oil sensor shall be 
	
	
	
	
	

	mounted Behind the Cab.
	
	 
	
	 
	

	
	
	
	
	
	

	
	
	YES
	
	NO
	DEVIATIONS

	Combination Spreader/Dump Body
	
	
	
	
	

	Heavy duty body serving as a spreader or
	
	
	
	
	

	dump, transformed by a hydraulic tilting floor.
	
	 
	
	 
	

	Inside length :  10'
	
	 
	
	 
	

	Sides height :  30" inches
	
	 
	
	 
	

	Tailgate height : 39" inches
	
	 
	
	 
	

	Hoist cylinder :  Single acting telescopic.
	
	 
	
	 
	

	Cab shield:  24” overhang.
	
	 
	
	 
	

	The Sides, Front, Tailgate, Cab Shield shall be
	
	
	
	
	

	Constructed of 3/16” Type 304 Stainless Steel         
	
	 
	
	 
	

	The Tipper Floor shall be Constructed of ¼” Hardox 450.     
	
	 
	
	 
	

	Solid Curb Side Wall
	
	
	
	
	

	Tailgate will be double acting design.
	
	 
	
	 
	

	Tailgate shall be air operated from within cab and
	
	
	
	
	

	shall latch and unlatch with a double acting air
	
	
	
	
	

	cylinder.
	
	 
	
	 
	

	Remote Grease for all Grease Points on Body.
	
	 
	
	 
	

	The side tilt floor shall be raised to reload the
	
	
	
	
	

	conveyor by use of two double acting cylinders.
	
	 
	
	 
	

	The conveyor assembly shall be constructed of
	
	
	
	
	

	3/16" Corten steel and run longitudinally down the drivers
	
	
	
	
	

	side of the body, discharging in front of the rear wheels
	
	 
	
	 
	

	Side Dump Hinge & Pin to be Stainless Steel.
	
	 
	
	 
	

	Grease Cylinder Adjustment for Conveyor Chain
	
	 
	
	 
	

	There shall be a Hardox 450 chain cover plate.
	
	 
	
	 
	

	The chain shall contain 3/8”x 1 ½” bar flights every
	
	
	
	
	

	 other link for greater strength and more even material flow.
	
	 
	
	 
	

	The chain is driven by 25:1 ratio Worm gear box.
	
	 
	
	 
	

	Spinner assembly is chassis mounted and is laterally
	
	
	
	
	

	and horizontally adjustable as well as removable.
	
	 
	
	 
	

	 The chute is frame mounted and both adjustable
	
	
	
	
	

	 and removable.
	
	 
	
	 
	

	A pintle plate shall be installed with 20 ton hook,
	
	
	
	
	

	D-rings.
	
	 
	
	 
	

	E It is the responsibility of the awarded dealer of the trucks to work with the awarded dealer of the dump bodies and plows.
lectric load cover with thirty degree aluminum
	
	
	
	
	

	arms and asphalt tarp shall be installed.
	
	 
	
	 
	

	A shovel holder shall be installed.
	
	 
	
	 
	

	A body access ladder with internal step shall be
	
	
	
	
	

	Supplied and installed to the Left Hand Side of Body
	
	
	
	
	

	Towards the Front.                                                              
	
	 
	
	 
	

	
	
	 
	
	 
	

	
	
	 
	
	 
	

	
	
	
	
	
	

	Lighting
	
	YES
	
	NO
	DEVIATIONS

	
	
	
	
	
	

	(8) Whelen Super LED Strobes Mounted Per Customer
	
	 
	
	 
	

	LED Strobes, Stop/Tail/Turn, and Back up lights
	
	
	
	
	

	Shall be installed in rear body corner posts.                       
	
	 
	
	 
	

	LED Wing and sander lights 
	
	 
	
	 
	

	
	
	 
	
	 
	

	(2) LED Work Lights Mounted on Pintle Plate.
Trailer Hitch
Each truck will have 3/4 or 1" pintle plate with RV style electric and air and two 1"D rings

Two trucks will have a 20 ton swivel hitch aded
	
	 
	
	 
	

	
	
	
	
	
	

	Calcium System (Optional)
	
	
	
	
	

	
	
	
	
	
	

	50 Gallon Poly Frame Mounted Tank
	
	 
	
	 
	

	Hydraulic Calcium Pump
	
	 
	
	 
	

	To be Controlled with a Cirus EZ Spread Controller or 
	
	
	
	
	

	Equivalent.
	
	 
	
	 
	

	
	
	
	
	
	

	****Any deviations need to be noted on separate sheet****
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	




Company Name _________________________________Tel. No.__________________

Address___________________________________________________________


__________________________________________________________________


Name of Authorized Signature _______________________Title______________


Signature ________________________________________Date______________

Proposal:

Total net delivered price for Four Dump Truck.
 
$_________________

Trade in allowance unit #417, serial #1HTSDN2RORH550922 1994 International Model# TK4900 8CY Plow, Wing and Sander.
Trade in allowance unit #402, serial #1FVABXBSX2HJ67108 2001 Freightliner  

Model# FL80 8CY Plow, Wing and Sander










Trade in allowance unit #403, serial #1FVABXBS92HK03886 2001 Freightliner  

Model# FL80 8CY Plow, Wing and Sander
Trade in allowance unit #409, serial #1FVABXBS62HJ67106   2001 Freightliner  

Model# FL80 8CY Plow, Wing and Sander 
Special Note:

The “Town of Kittery Surplus Property Disposal Ordinance” requires the dealer trade-in allowance to be competitive to public participation.  Sealed bids from the public will be opened at the same time as the bid opening for the Freightliner Dump Truck.  The trade in trucks will not be released until the new replacements arrive and are fully equipped for operation (approx. 4 months).  A dealer is not required to submit a trade-in purchase price.

Where a specification cannot be met, the dealer should so indicate or explain below:

Proposal Accepted By:

Carol Granfield, Kittery Town Manager

Exceptions: ______________________________________________________________

Signature ______________________________________   Date ____________________
    
_1530951768.unknown

